
Nummernschlüssel FIPLOCK® Wellrohre
Part numbering key FIPLOCK® corrugated conduits

1 2 3 4 5 6

F P A S C – 2 3 B . 5 0

1 Ausführung / Model

F = FIPLOCK® Standardgewicht
FIPLOCK®  standard weight

H = FIPLOCK® Mittel- bis Schwergewicht
   FIPLOCK®  medium to heavy weight

L = FIPLOCK® Leichtgewicht
   FIPLOCK®  light weight

2  Material / Material type

PAN = PA6 MOD

PAS = PA6 MOD BS

PAF = PA6 MOD V0

PAC = PA6 MOD BS C

PDA = PA12 MOD ESD

PDS = PA12 MOD BS

PDR = PA12 MOD R

PPO = PP MOD

PPS = PP MOD BS

PPS-U = PP MOD BS UV

3  Rohrprofil / Profile

F =  Feinprofil (kompatibel mit FIPLOCK® ONE)
Fine profile (compatible with FIPLOCK® ONE)

C =  Grobprofil (kompatibel mit FIPLOCK® ONE)
Coarse profile (compatible with FIPLOCK® ONE)

6  Verpackungseinheit (VE) / Packing units (PU)

50 = Rollen- oder Stücklänge
   Coil length or length of pieces

A =  Individuelle Verpackungseinheit
Individual packing units

5  Farbe / Colour

B =  Standard-Schwarz
Standard black

G = Standard-Grau
   Standard grey

U = UV-Schwarz
   UV black

O2 =  Orange ähnlich RAL2003
Orange similar to  RAL2003 

A3 =  Blau ähnlich RAL5015
Blue similar to RAL5015

4 Nennweite / Nominal width (NW)

  07 – 48    =   NW Standard

  56 – 125    =   NW XL
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