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Classic solution

Overview

Product StrabuControl StrabuControl  
600

StrabuControl  
600 V

AquaTrafficControl AquaTrafficControl V 

Illustration

Inside 
diameter of 
base body

> 500 mm > 600 mm > 600 mm > 900 mm > 900 mm

Extension  
pipe DO

400 600 600 600 600

Designs

2/250
3/250
4/250
3/350
4/350
2/400

2/250
2/400
2/250 – 150 (90°)
2/400 – 150 (90°)

Variable  
shaft angle  
90 – 270 degrees

2/300
2/400
2/500
2/600

Variable  
shaft angle  
90 – 270 degrees

Connectable  
types of pipe*

Strasil
Strabusil
StormPipe

Strasil
Strabusil
StormPipe
AquaPipe

Strasil
Strabusil
StormPipe
AquaPipe

AquaPipe
StormPipe

AquaPipe
StormPipe

Available nomi-
nal connection 
diameters

DN 100 – 400 DN 100 – 400 DN 100 – 400 DN 300 – 600 DN 300 – 600

Cover FRÄNKISCHE
(470 mm)

Standard cover
(625 mm), on site

Standard cover
(625 mm), on site

Standard cover
(625 mm), on site

Standard cover
(625 mm), on site

* Other FRÄNKISCHE structured-wall pipes possible
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Piggyback
Product StrabuControl  

HP
StrabuControl  
600 HP

StrabuControl  
600 V HP

AquaTrafficControl 
HP

AquaTrafficControl  
V HP

Illustration

Inside  
diameter  
of base body

> 500 mm > 600 mm > 600 mm > 900 mm > 900 mm

Extension  
pipe DO

400 600 600 600 600

Designs

2/250
3/250
2/350
2/250 – 150 (90°)
2/350 – 150 (90°)

2/250
2/350
2/250 – 150 (90°)
2/350 – 150 (90°)

Variable  
shaft angle  
90 – 270 degrees

2/300
2/400
2/500
2/600

Variable  
shaft angle  
90 – 270 degrees

Transport 
pipe* AquaPipe AquaPipe AquaPipe AquaPipe AquaPipe

Nominal  
connection  
diameters of 
transport pipe

DN 200 – 350 DN 200 – 350 DN 200 – 350 DN 300 – 600 DN 300 – 600

Drainage pipe Strabusil
StormPipe

Strabusil
StormPipe

Strabusil
StormPipe

Strabusil
StormPipe

Strabusil
StormPipe

Nominal  
connection  
diameters of
drainage pipe

DN 150 DN 150 DN 150 DN 150 DN 150

Cover FRÄNKISCHE
(470 mm)

Standard cover
(625 mm), on site

Standard cover
(625 mm), on site

Standard cover
(625 mm), on site

Standard cover
(625 mm), on site

* Other FRÄNKISCHE structured-wall pipes possible
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