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PROTECTION SYSTEMS

Weitere Nennweiten und technische Details auf Anfrage. 
Other dimensions and technical data available on request.

NW Ø-l in mm Ø-A in mm

Standardprofil

Standard profile 

6 S 6,3 9,6

9 S 9,4 13,5

11 S 11,0 16,4

13 12,5 16,0

16 15,7 19,8

17 16,8 21,5

19 18,8 23,3

hochflexibler Bereich 

highly-flexible section

9 S 10,4 14,4

11 S 12,7 17,6

13 13,9 19,6

starrer Bereich 

rigid section

6 S 6,8 7,8

9 S 10,0 12,1

11 S 13,0 14,6

13 14,6 16,6
Temperaturbeständigkeit*
Temperature resistance*

T1

85

T2

100

T3

125

T4

150

T5

175

T6

200

T7

225

T8

250

T9

275

T10

300

T11

350 °C

T12

400

Flexibilität 
Flexibility

Mechanische Beständigkeit 
Mechanical resistance

Halogenfrei 
Halogen-free

FMVSS 302

n     zuverlässiger Schutz der Kabel
n     individuelles Anforderungsprofil: 

rund, oval, Glatt- oder Wellbereiche,  
individuelle Aussparungen

n     je nach Anforderung sehr flexible  
und starre Bereiche möglich

n     schnelle Montage
n     ersetzt häufig aufwendige Kabelkanäle
n     hohe Flexibilität auch bei engen  

Biegeradien
n     breite Durchmesserpalette

n    reliable cable protection
n    individual requirements profile: 
  round, oval, smooth or corrugated  

sections, individual recesses
n      depending on requirements very flexible  

and rigid ranges possible
n    fast assembly
n    often replaces complex cable trys
n     good flexibility even at small  

bending radii 
n    wide range of diameters

Wellrohr mit individuellem Anforderungsprofil

Corrugated tubing with individual requirement profile


